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EMKO FLEX
Technical Specification

32”

Rotating: 90°

Tilting :25°

Turning :30°

Lifting :18cm

Ambient
Light Sensor

Built-in
Microphone

Horizontal and
Vertical Usage

Camera 25° forward
and backward

tilting

Built-in
7800mAh
Battery

(4 Hours)

Wireless
Share

Height
Adjustable

Stand

4 GB RAM

RAM

Built-in
Speaker

Android 12.0 32” Touch
Screen

128 GB ROM

4K Ultra HD
Display

4K

Screen
Share

MonitorEmkoDraw
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Display

Size
Aspect Ratio
Resolution
Refreshing Frequency
Display Colors
NTSC
Contrast Ratio
Viewing Angle
Brightness
Panel Bit Depth
Radius of Curvature
Ambient Light Sensor
Touch

32”
16:9
3840 x 2160
60Hz
16.7M Colors
DCI-P3 95%
3000:1
178°(H/V)
300nits
8 Bit
Flat
Yes
Touch & Active Pen

Operating System

System Version
RAM
ROM
CPU

Android 12.0
4 GB
128 GB
RK3399

Mobilty

Rotating
Tilting
Turning
Lifting

±90°
±25°
±30°
180mm

Audio

Output Power 2 x 5 W

Microphone & Camera

Microphone
Camera

2 Mic
5M (External) 

Bluetooth

Bluetooth  5.0

Wi-Fi

Working Frequency 2.4GHz/5GHz

Accessories

Remote Control (BT) x 1

Power

Battery capacity 
Endurance time

7800mAh
4 Hours

I/O Port

HDMI IN
USB
Type-C
RJ45
DC

x 1
x 2
x 1
x 1
x 1
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